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Do not open sludge drain un�l the startup 
procedure has been completed. 

Before plumbing your filter, shi� the beads from the 
smaller chamber into the large filtra�on chamber. 

The goal is to move as many of the beads from the 
small chambers to the larger filtration chamber.
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The difference between 
water height and top of filter 

must be twelve inches or 
more.

raised above filter to prevent 
water damage in the event
of power outage

Air Pump should be higher 
than the system water level 

to prevent water from 
damaging the air pump.
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A�er you have plumbed your inlet and outlet lines, 
these are the procedures you should follow:

Wait 24 hours.

ENDURANCE SETUP DIRECTIONS

1.

2.

3.

Turn on your water pump. Correct any leaks. If you are running an airli�ed 
setup, disregard this step.

Turn on your air pump. Adjust your rotometer and air pump for full airflow. 

Setup your suflow kit.
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4. If there are few beads in the clear trigger, proceed to the next step. If there 
are high number of visible beads within the trigger, con�nue opera�ng full 
airflow.

5. Adjust the airflow to the recommended se�ngs for op�mal opera�on. For 
op�mum biological filtra�on, consult the table below. 

ENDURANCE SETUP DIRECTIONS

Do not open the sludge valve for 3 days to avoid bead loss.

Filter Model

Endurance 2000

Air Flow Rate
(SCHF)

Backwash Frequency
(Times per day)

Loading
(Fish Density)

0.2
0.4
0.6
0.8
1

2
3
4
5
9

Ultra-Light
Light

Medium
Medium-Heavy

Heavy

Filter Model

Endurance 4000

Air Flow Rate
(SCHF)

Backwash Frequency
(Times per day)

Loading
(Fish Density)

0.2
0.4
0.6
0.8
1

2
3
4
5
9

Ultra-Light
Light

Medium
Medium-Heavy

Heavy


